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(57) Abstract: The invention relates to a polyure thane composition with the properties of a pressure-sensitive adhesive, to a method 
for its production and to its use as pressure-sensitive adhesive. The aim of the invention is to provide an optimized adhesive that has 
good adhesive properties even when the adhesive link has been repeatedly released and joined again and with a reduced migration of 
noxious components. To this end, the invention provides a polyurethane composition that is obtained by reacting two components 
A and B, wherein a) at least one polyurethane prepolymer Al is used as component the A, said prepolymer having been obtained by 
reacting at least one polyol component with at least two bifunctional different isocyanates, and b) at least one bifunctional hardener 
as the component B, said hardener having per molecule at least two functional groups that are reactive to isocyanate groups. The 
ratio of isocyanate groups to functional groups that are reactive to isocyanate groups should be greater than 0.75 and lower than 1.15. 

(57) Zusammenfassung: Die Erfindung betriift eine Polyurethanzusammensetzung mit haftklebrigen Eigenschaften, ein Verfah- 
ren zu deren Herstellung sowie ihre Verwendung als Haftklebstoff. Zur Optimierung des Klebstoffes im Hinblick auf die Haftung 
nach mehrf achem Off nen und wieder Zusammenfugen der Klebeverbindung sowie auf die Migration schadlicher Komponenten wird 
eine Polyurethanzusammensetzung vorgeschlagen, die erhaltlich ist durch Umsetzung zweier Komponenten A und B, wobei a) als 
Komponente A mindestens ein Polyurethan Prapolymeres Al eingesetzt wird, das durch Umsetzung mindestens einer Polyolkom- 
ponente mit mindestens zwei mindestens difunktionellen unterschiedlichen Isocyanaten erhaltlich ist und b) als Komponente B ein 
mindestens difunktioneUer Harter eingesetzt wird, der pro Molekul mindestens zwei gegenuber Isocyanatgruppen reaktionsfahige 
funktionelle Gruppe aufweist, wobei das Verhaltnis von Isocyanatgruppen zu gegenuber Isocyanatgruppen reaktionsfahigen funkti- 
onellen Gruppen grosser als 0,75 und kleiner als 1,15 ist. 


